
FICHA TÉCNICA - MIGMATITA   

  REF. 147691801 10O2Rl!$
 

Downlight Led Smd Migmatita 18w 4000k White 1800lm
2x12x12 Cm Cut-out Adjustable (7-10,8)

 
  

Ean: 8435161494566
Serie: MIGMATITA

Color: White

Downlight recessed, MIGMATITA series colour WHITE. Made of
polycarbonate. Recessed installation with ADJUSTABLE CUT-OUT for
holes from 7 to 10,8 centimetres in diameter. With INTEGRATED SMD LED
technology. Its power is 18 watts and 1800 lumens, with a light temperature
of 4000ºK, giving a natural white tone. It has an opening angle of 150º. Its
dimension is 2x12x12 centimetres. Available in this downlight series with
6500K (cool white) and 4000K (natural white), in 9, 18, 24 and 36 watts, in
their respective sizes.

   Ver online  

   LUZ

   Light colour  Natural white  

   Lumens Lm.  1800 Lm.  

   Power  18 W  

   Light projection l General diffuse light  

   Light temperature ºK  4000 ºK  

   Type of lighting R Integrated LED technology  

   Beam angle of the optics ! 150º  

   GENERAL

   Colour  White  

   Material  Polycarbonate  

   Use (Indoor/Outdoor) O Recommended for indoor use  

   Installation type $ Recessed (built-in)  

   Energy saving  Energy saving  

   Use  Domestic  

   CE certified 1 SI  

   Recycling certified  SI  
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   CRI  >80  

   DIMENSIONES

   Dimensions (height x width x depth) cm.  2X12X12 cm.  

   Net Weight gr.  180 gr.  

   Gross weight gr.  205 gr.  

   Packaging dimensions cm.  4,8x12,7x13,5 cm.  

   Cut-out  7 < 10,8  

   Diameter  12  

   Size  S  

   INFORMACIÓN TÉCNICA

   Voltage 2 220-240 V  
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