
FICHA TÉCNICA - FICHA EMPALME   

  REF. 193890349 10O2
 

Batten Light Splice Connector 3a/4mm2 Pe Semi-
transparent 12 Connectors, Flexible And Easy To Cut

 
  

Ean: 8435684330662
Serie: FICHA EMPALME

Color: SEMITRANSPARENTE

Batten light with splice connector or connection connector, 3 amps/4 mm2,
pack of 10 batten lights of 12 connectors/sections each. Made of copper
and semi-transparent polyethylene (PE). Flexible and easy to cut, with good
elasticity, resistant to both low and high temperatures.

   Ver online  

   GENERAL

   Colour  SEMITRANSPARENTE  

   Material  Copper/Polyethylene  

   Use (Indoor/Outdoor) O Recommended for indoor use  

   Use  Domestic  

   CE certified 1 SI  

   Recycling certified  SI  

   DIMENSIONS

   Dimensions (height x width x depth) cm.  9,1X1,25X1,65 cm.  

   Net Weight gr.  15 gr.  

   Gross weight gr.  17 gr.  

   Packaging dimensions cm.  9,2x1,8x1,3 cm.  

   MASTER BOX (units)  1000  

   Caja Master  19,5x43x26  

   TECHNICAL INFORMATION

   Voltage 2 220-240 V  
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   Información Extra
3a/4mm2
12 sections per batten light
Sold in packs of 10 batten lights
Indoor copper terminals
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