
FICHA TÉCNICA - ABACO   

  REF. 199001201 10O2Rlz$
 

Recessed Downlight Abaco 12w 3000-4000-6500k White
1080lm Square 1,3x17x17cm Cut-out 15d

 
  

Ean: 8435684333311
Serie: ABACO

Color: White

Square recessed downlight from the ABACO series in WHITE. Made of
aluminium and polycarbonate, with dimensions of 1,3x17x17 centimetres
and a cut-out measurement of 15 centimetres in diameter for installation. It
has an INTEGRATED LED with a power of 12 watts, 1080 lumens and
SELECTABLE AT INSTALLATION in THREE LIGHT TEMPERATURES,
3000-4000-6500K (warm light, natural or cool white). In this series you can
find them at 24, 18 and 12 watts, with a temperature of 3000-4000-6500K,
and available in nickel or white.

   Ver online  

   LUZ

   Light colour  Warm White, Cool and Natural  

   Lumens Lm.  1080 Lm.  

   Power  12W  

   Light projection l General diffuse light  

   Light temperature ºK  3000-4000-6500 ºK  

   Type of lighting R Integrated LED technology  

   Dimmable light colour  Light colour selectable in 3 positions  

   Beam angle of the optics z 120º  

   GENERAL

   Colour  White  

   Material  Aluminium / Polycarbonate  

   Use (Indoor/Outdoor) O Recommended for indoor use  

   Installation type $ Recessed (built-in)  

   Energy saving  Energy saving  

   Use  Domestic  

   CE certified 1 SI  
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   Recycling certified  SI  

   CRI  >80  

   DIMENSIONES

   Dimensions (height x width x depth) cm.  1,3X17X17 cm.  

   Net Weight gr.  275 gr.  

   Gross weight gr.  320 gr.  

   Packaging dimensions cm.  22,3x18,2x3,6 cm.  

   Cut-out  15  

   Diameter  17  

   Size  M  

   INFORMACIÓN TÉCNICA

   Protection rating (IP)  40  

   Voltage 2 220-240 V  
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