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Waterproof Lampshade Basik For Led 1xt8 60cm Ip65 Grey
w/white reflector 9,5x66x8,3cm

 
  

Ean: 8435684357218
Serie: BASIK

Color: Grey

Watertight lampshade for 1 LED tube of 60 centimetres, from the BASIK
series in GREY with WHITE REFLECTOR distributing the light uniformly
and over long distances. Tube not included. Made with resistant materials
such as ABS and clear polycarbonate diffuser. It is dust-tight and protected
against splashing water with an IP65 rating, suitable for outdoor use,
although it is also ideal for placing in damp locations, open to the outdoors,
or with pollution such as garages, basements, greenhouses, etc. It has
dimensions of 9,5x66x8,3 centimetres. In this series we find watertight
lampshades for tubes of 60, 120 and 150 centimetres with their
corresponding versions, for both one and two tubes.

   Ver online  

   LIGHT

   Light projection m Direct light  

   Bulbs included V No  

   Lamp holder  1xT8  

   GENERAL

   Colour  Grey  

   Material  ABS/Polycarbonate  

   Use (Indoor/Outdoor) Q Recommended for indoor and outdoor use  

   Installation type · Surface-mounted  

   Use  Domestic  

   CE certified 1 SI  

   Recycling certified  SI  

   DIMENSIONS

   Dimensions (height x width x depth) cm.  9,5X66X8,3 cm.  

   Net Weight gr.  505 gr.  
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   Gross weight gr.  590 gr.  

   Packaging dimensions cm.  66,5X8,5X6,5 cm.  

   MASTER BOX (units)  8  

   Caja Master  27,5x69x18,5  

   Size  S  

   TECHNICAL INFORMATION

   Protection rating (IP) 9 65  

   Voltage 2 220-240 V  
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