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Floodlight C/sensor Boiro 100w 6500k Black 10000lm Led
Smd Ip65 Adjustable 27x23,5x6cm

 
  

Ean: 8435684366432
Serie: BOIRO

Color: Black

LED Floodlight from the BOIRO series with motion sensor in BLACK. Made
of aluminium and anti-glare glass. Both its support base and its sensor are
articulated, allowing it to be aimed at the area of most interest and adjusted
to detect at a shorter or longer distance. It has a power of 100 watts and
10000 lumens, with a light temperature of 6500ºk (cool white). It has
dimensions of 27x23,5x6 centimetres. With a rating of protection IP65 and a
light beam angle of 120º. Available in this series, floodlights of 10, 20, 30,
50, 100 and 200 watts with their corresponding sizes.

   Ver online  

   LIGHT

   Light colour  Cool white  

   Lumens Lm.  10000 Lm.  

   Power  100 W  

   Light projection m Direct light  

   Light temperature ºK  6500 ºK  

   Type of lighting R Integrated LED technology  

   Beam angle of the optics z 120º  

   Motion/twilight detector  Motion Detector  

   GENERAL

   Colour  Black  

   Material  Aluminium / Glass  

   Use (Indoor/Outdoor) P Recommended for outdoor use  

   Installation type · Surface-mounted  

   Energy saving  Energy saving  

   Use  Domestic  

www.fabrilamp.com

https://www.fabrilamp.com/en/floodlight-led-sensor/20299-floodlight-c-sensor-boiro-100w-6500k-black-10000lm-led-smd-ip65-adjustable-27x23-5x6cm-8435684366432.html
https://www.fabrilamp.com


FICHA TÉCNICA - BOIRO   

  REF. 262981009 10P29Rmz·=
 

Floodlight C/sensor Boiro 100w 6500k Black 10000lm Led
Smd Ip65 Adjustable 27x23,5x6cm

 
  

   CE certified 1 SI  

   Recycling certified  SI  

   CRI  >80  

   Head = Adjustable head  

   DIMENSIONS

   Dimensions (height x width x depth) cm.  27X23,5X6 cm.  

   Net Weight gr.  845 gr.  

   Gross weight gr.  950 gr.  

   Packaging dimensions cm.  27X24X6 cm.  

   MASTER BOX (units)  10  

   Caja Master  34,3x50,1x30  

   Size  XL  

   TECHNICAL INFORMATION

   Protection rating (IP) 9 65  

   Voltage 2 220-240 V  
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