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FICHA TECNICA - LINEX

Recessed Batten Light 20w 3000k Linex Aluminium 1600Im

Ean: 8150012286519
Serie: LINEX
Color: Aluminium

Recessed batten light, LINEX series, in aluminium colour. The power is
20W, 1600 lumens and 3000°k colour temperature (also available in 4000°k
and 6500°k, natural and cool light colour respectively). The light distribution
is homogeneous, making it ideal for commercial surfaces and offices. It has
a very durable aluminium housing and an excellent finish. It offers the
possibility to install several light fittings through the accessories
included (the diffuser is not included, it can be purchased on our website).
Its dimensions are 62X6X6,6 cm and the cut-out dimensions are 59,5X6cm.

The opening angle of the optics is 110° and the LED module's lifespan is
25.000 hours. It is a recessed installation.
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LIGHT
Light colour Warm white
Lumens Lm. 1600 Lm.
Power 20 W
Light projection ® Direct light
3000 °K

Light temperature °K

Type of lighting

® ®

Integrated LED technology

Beam angle of the optics 110°
GENERAL

Colour Aluminium
Material Aluminium

Use (Indoor/Outdoor)
Installation type

Energy saving
Use

CE certified

®®

q3

Recommended for indoor use
Recessed (built-in)

Energy saving
Domestic
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https://www.fabrilamp.com/en/batten-lights/7878-batten-light-to-bed-20w-3000k-linex-aluminium-1600lm-62x6x6-6-8150012286519.html
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DIMENSIONS
Dimensions (height x width x depth) cm. 62X6X6,6 cm.
Net Weight gr. 800 gr.
Gross weight gr. 1095 gr.

Packaging dimensions cm.

64,7x7,2x14,5 cm.

Cut-out 59,5x6
Size S
TECHNICAL INFORMATION

Protection rating (IP) 20
Voltage 220-240 V
Average LED module life (in hours) 25000
Incorporates driver @ Yes
OTHERS

Guarantee 2 Years
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